
 
 

 
     

      

    

 
 

 

  

 

  

 

  
 

 

  

  

     
   

 
  

  
  

 
  

  

 
   

 
    

 
 

    

  
   

DEPARTMENT OF WATER SUPPLY • COUNTY OF HAWAI`I 
345  KEKŪANAŌ`A  STREET ,  S U IT E  20  • H IL O,  H A W A I` I  9 6 7 20  

T E LE P H ON E  (8 0 8 )  9 6 1 - 8 0 5 0  • FA X ( 8 0 8 )  9 61 - 8 6 57  

DEPARTMENT OF WATER SUPPLY
 
COUNTY OF HAWAI‘I
 

HILO, HAWAI‘I
 

ADDENDUM NO. 1 

JOB NO. 2016-1047 

INVITATION FOR BIDS 

FOR THE 

KALOKO MAUKA #3 BOOSTERS A & B REPAIR
 
DISTRICT OF NORTH KONA
 

County of Hawai‘i – State of Hawai‘i
 

The following revisions and changes shall be made a part of the contract bidding documents: 

A. Changes to SPECIAL PROVISIONS: 

1. Page SP-10: REPLACE “Section 304 – Mechanical and Electrical”, Section 304.05 
– “Booster Pumping Unit”, Section B.5.a – “LINE SHAFT” to read as follows: 

The line shaft shall be a turned and ground precision shaft of Super Duplex 2507 
stainless steel, ASTM A-582, pump-shaft-quality with a minimum tensile strength of 
116,000 psi and a yield strength of 80,000 psi (minimum hardness of 300 Brinell). 
The line shaft shall have a uniform diameter (Outside Diameter tolerance of +0.000 / 
-0.002-inch, to ensure proper clearance with the thermoplastic bearings, and 
furnished in interchangeable sections compatible in length with the column pipe. 
The butting faces shall be machined square to the axis of the shaft, with maximum 
permissible axial misalignment of the thread axis with the shaft axis of 0.002-inch in 
6-inches.  The line shaft shall be pre-straightened by the manufacturer by 
mechanical method only, to within 0.003-inch TIR. Spot heat straightening shall 
not be permitted by the manufacturer. The packing of line shafts shall be limited to 
25 pieces (max) per crate. As required, the Contractor shall straighten line shafts by 
spot heat straightening (maximum of five (5) “burns” per shaft), after all machining 
operations, to within 0.003-inch TIR.  Line shafts shall be straightened using roller 
blocks, V-block shall not be permitted. If unable to meet 0.003-inch TIR, the shaft 
shall be rejected and replaced with a new shaft.  The straightness of all line shafts 
shall be checked and corrected, if necessary, at the job site, prior to installation. 

…Water, Our Most Precious Resource…Ka Wai A Kāne… 
The Department of Water Supply is an Equal Opportunity provider and employer. 
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2. 	 Page SP-11: REVISE "Section 304- Mechanical and Electrical", Section 304.05 
"Booster Pumping Unit", Section B.7.a.i- "MOTORS" to add the following as an 
approved equal: 

US Motors has been approved as an approved equal manufacturer for the 30 HP 
vertical hollow shaft motors. 

BY AUTHORITY OF THE DEPARTMENT OF 
WATER SUPPLY COUNTY OF HA WAI'I 

Date: June 1. 2016 

P/ea,·e 'ig11 and retum immediatelr to lite .llatulger-Citief ~:·ugineer of tile /Jefltii'IJI/e/11 of JJ ·ater ,\'upp~r. 

Receipt of a copy of ADDENDUM NO. 1 for JOB NO. 2016-1047, KALOKO MAUKA 
BOOSTERS A & B REPAIR, District of North Kona, County of Hawai'i, State of Hawai'i, is 
hereby acknowledged. 

NAME OF BIDDER 

By: __________________________________Date: 




